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Santek Abrasives offers a comprehensive range of Discs made from the materials as listed in the Coated Abrasive as well as Non-Woven Surface 
Conditioning and Non-woven Fleece options below. 

Abrasive discs are used on disc sanders and orbital sanders in a range of dimensions.  

Santek is able to cut or punch discs from 16mm to 1000m diameter. 

We have the ability to laminate Velcro (Loop) or PSA adhesive to the back of our materials, including non-woven fleece. Velcro (hook) is also available in 
conversion kits for machine surfaces.  

 

Safety  

 

Abrasive Discs perform best between 15m/s and 35m/s. Non-Woven Belts perform best between 10m/s and 20m/s. 

NB! Excess speed is dangerous and may result in failed adhesion, backing disintegration or ripping, grain shedding or overheating.  

NEVER USE COATED ABRASIVE DISCS AT SPEEDS IN EXCESS OF 40m/s! 

Only use materials recommended for wet grinding in water, coolant or oil. 

Use in accordance to ANSI B7.1 

Coated Material Options 
Material P24 P36 P40 P60 P80 P100 P120 P150 P180 P240 P320 P400 P600 P800 P1200 

KX167 ● ● ● ● ● ● ● ● ● ● ● ● ●   
GXK51 ● ● ● ● ● ● ● ● ● ● ● ● ●   
GXK51-ZQ  ● ● ● ● ● ● ● ● ● ● ● ●   
JT133    ● ● ● ● ● ● ● ● ●    
JB5    ● ● ● ● ● ● ● ● ●    
BYC81 ● ● ● ● ● ● ● ● ● ● ● ● ●   
KX456 ● ● ● ● ● ● ● ● ● ● ●     
KX563   ● ● ●  ● ● ● ●      
KX663  ● ● ● ● ● ●         
115.03-B  ●  ● ●  ●         
KY533Z  ● ● ● ●  ●         
TS790Y ● ● ● ●  ● ●         
COMPACT       ● ● ● ● ● ● ● ● ● 
ENGINEERED         A100   A45  A30 A16 

CORK            ● ● ●  

                



Non-Woven Material Options   
Material Grain Backing Special Features Application 

KS Surface Con. AlO3 Y P WP HT Heavy duty narrow and wide belts. Brushing and surface conditioning 

SCF Flex Surface Con. AlO3 Flex P/C WP Flex Flexible small narrow belts. Brushing and surface conditioning. 

     

 
Non-woven Fleece Rolls Specification 

Material Grain Backing Special 
Features 

Colour Application 

SAP240II AlO3 Nylon  Green Medium density suitable for general purpose applications.   

SAP240IV AlO3 Nylon HD Red High density. Suitable for almost all surfaces. For hand, machine and flap wheel purposes. 

SAP150II AlO3 Nylon XC Tan High density extra cut. Suitable for machine purposes.  

SAP120 AlO3 Nylon  Brown High density. High tensile. Suitable for both hand and machine purposes. 

AAM47-2 ALO3 Polyester  Green Extra high density. Extra high tensile. Suitable for machine and flap wheel applications. 

AAM47-3 ALO3 Polyester  Red Extra high density. Extra high tensile. Suitable for machine and flap wheel applications. 

      

 
Coated Abrasives Rolls Specification 

Material Grain Backing Special 
Features 

Application 

KX167 AlO3 XY PC WP HT For heavy duty wood, metal, stainless, chrome and general. Can be used in oil and coolant. 

GXK51 AlO3 X PC NASS For general medium to light duty wood, plastic, metal and light stainless applications. 

GXK51-ZQ AlO3 X C  Used for the production of flap wheels and specialty abrasives. Wood, plastics, metals and stainless 

JT133 AlO3 J PC WR For general flexible grinding and polishing applications. Wood, metal, plastic and stainless. Crank 
polishing 

JB5 AlO3 J C  For general hand operations. Used to slit into handy rolls. 

BYC81 SiC Y P WP HT For heavy duty non-ferrous applications. Glass, wood, stainless and masonry. Segmented wide belts.  

KX456 SiC X PC WP For med and light duty non-ferrous applications. Glass, wood, stainless and masonry. MDF Belts.  

KX563 Zir/AlO3 X PC WP For medium duty, low pressure metal, hard wood and stainless applications. Low Zir content. 

KX663 Zir/AlO3 X C WP For medium duty metal, hard wood and stainless applications.  

115.03-B Zir/AlO3 X P WP For heavy duty metal, hard metal and stainless steel applications. Extra sharp edge.  

KY533Z Zir/AlO3 Y P WP HT For heavy duty metal, hard metal and stainless steel applications. Top size for grain ripping and grain 
preservation. 

TS790Y Ceramic Y P WP HT For heavy duty metal, hard metal and stainless steel applications. Top size for grain ripping 
applications and grain preservation. 

COMPACT AlO3 Y P WP HT Multi layered grain. Self sharpening. For med grinding and polishing applications. Metal, hard metals 
and stainless steel. 

ENGINEERED AlO3 X PC  Multi layered grain. Self-sharpening structured. For med light and polishing applications. Metal, 
hard metals and stainless steel. Can be used wet. 

CORK SiC X PC WP For non-ferrous, glass, masonry and stainless steel polishing. Can be used wet.  

     

 

 

 

 

 



 
 
PSA Abrasive Disc Adhesive 

 
PSA paint-on disc adhesive is available in 5l and 500ml containers. 

 

 

       

 

        PSA (Pressure Sensitive Adhesive)                    

      

Non-Woven  Disc Mandrels 

Mandrels are available for Non-Woven discs to 6mm 

 


